
 

 
 

ISO  MARINE HYD.  HVLP  LUB 
 
DESCRIPTION: 
ISO MARINE HYD. HVLP LUB is a conventional hydraulic oil, formulated with high quality synthetic  base 
oils and anti-wear additives to offer solid hydraulic performance in a wide range of applications.  
ISO MARINE HYD. HVLP LUB is anti wear hydraulic oils, meeting the DIN 51524 part 3 standard, are 
available in six ISO viscosity grades (ISO 15,22,32, 46, 68 and 100).  
This range of high viscosity index (VI) hydraulic oils offers good anti-wear protection and heavy-duty service 
performance even in extreme climatic conditions.  

ISO MARINE HYD. HVLP LUB is Formulated with high quality base oils and specific 
additives to protect against corrosion, foaming and sludge forming.  
The product can handle small quantities of penetrating dust and resists foaming, caused by 
access of air via leaking seals.  
The product also protects the hydraulic system against rust and corrosion when working in a 
moist environment.  

 
VISCOCITY CLASSES: 15,22, 32, 46, 68 and 100  

 
Application: 

- Industrial Hydraulic System 
- Mobile hydraulic fluid power transmission system 
- Marine hydraulic systems 

 
ADVANTAGES: 

- Long fluid- maintenance saving 
- Maintaining system efficiency 
- Outstanding wear protection 

 
PERFORMANCE LEVELS: 
 
      DIN 51524 Part 3 # (HVLP); DENISON HF-0    
 
Compatibility: 
 

- Paint compatibility 
- Seal compatibility  
-  

TYPICAL VALUES : 
 

Average results Unit ASTM 
Method Test 

    46     - - I.S.O VG 

    875     Kg/m3 D 1298 Density at 15˚C 

    46     CSt D445 Viscosity at 40˚C 
    8.2     CSt D445 Viscosity at 100˚C 
    155     - D2270 Viscosity index 

    -38     ˚C D97 Pour point 

    218     ˚C D92 Flash point ˚C 

Equivalence :TOTAL Visga, Shell Tellus, Gulfsea hydraulic HVI Plus 
www.bitoil.net 


